DRAFT - Inspection Report (2013)
Mille Lacs Band of Ojibwe Indians
East Lake Convenience Store

The inspector arrived at the East Lake Convenience Store at 10:00 am on November 1, 2013. The
Inspector met with Dave Peer. The inspector observed two (2) 10,000 gallon USTs located at the
facility. One of the USTs is split into two compartments (See Table 7).

The facility uses a Veeder-Root TLS-350 ATG to monitor the UST and associated piping. The inspector
observed 12 months of passing leak detector records for all of the USTs. The inspector reviewed the line
leak detection records and found that each line passed a 0.1 gal/hr test within the last year. The facility
provided records indicate that that the ALLD was last tested on June 14, 2013. The CP system for the
tanks and piping appears to be operating properly. The system was first tested in September of 2012, and

then was repaired in October 2013.

Table 7. UST Info for East Lake Convenience Store

1 2-1 2-2

Contents Reg Prem Diesel
Capacity: 10,000 6,000 4.000
Tank Construction: STI-P3 STI-P3 STI-P3
Tank Walls: Single Single Single
Tank RD: ATG ATG ATG
Tank CP: Anode Anode Anode
Pipe Construction: Coated Steel Coated Steel Coated Steel
Pipe Walls Single Single Single
Pump Type Pressurized Pressurized Pressurized
Piping RD ATG/ELLD ATG/ELLD ATG/ELLD
Piping CP Anode Anode Anode
Spill Protection Mes 1gwEl] ey | Q)20
Overfill: P\nﬁgﬂ,(mm , P["‘%%*/ﬁ‘ Elocead é; ,

N b,x,\ [ Y

Possible Violations:
1. 280.20(c)(1)(1) — Failure to provide adequate spill prevention equipment
2. 280.20(c)(1)(i1) — Failure to provide adequate overfill prevention equipment
3. 280.31(a) — Failure to ensure proper operation of cathodic protection system (For not repairing
the system in timely manner)

Questions for Scott:

1. Tassume that you forgot to write down the overfill method and if there were spill buckets. If so,
this violation can then be erased.

2. T'would like a little more information regarding the CP testing. On the checklist there are 3
different dates. I assume that on one of the reports the compartmented tank failed. Can you
provide me copies of the two tests conducted in 20127 Is there a reason the facility waited so
long to repair the CP system, if they have documentation it might clears some things up.

Recommendations:
I am leaning towards an NOV for not maintain the CP, and say that the issue has been resolved, but I
need to check into that.
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DRAFT - Inspection Report (2013)
Mille Lacs Band of Ojibwe Indians
East Lake Convenience Store

Compliance Assistance Recommendation:

It sounds like you already discussed the difference between the 0.1 and 0.2 tests for the line tests. My
suggestion is to continue to work with them on this and hopefully they will eventually do this if they
haven’t started already.

I would try to emphasize the importance of quickly addressing any issues. I am not sure what the delay
was in this case, but normally it should not take this long to make this repair. This applies not only for
this facility, but all of them.
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DRAFT - Inspection Report (2013)
Mille Lacs Band of Ojibwe Indians
Isle Public School

The inspector arrived at the Isle Public School facility at 8:45 am on November 15, 2013. The Inspector
met with Kevin Schultz. The inspector observed one (1) 10,000 gallon UST and one (1) 2,000 gallon
UST located at the facility (See Table 10).

The facility uses an OPW Site Sentinel ATG to monitor the USTs. The facility provided documentation
for 10 out of the last 12 months indicating that the tanks have been monitored and that there is no

release. The piping is safe suction therefore it does not need to be monitored.

Table 10. UST Info for the Isle Public School

1 2
Contents Diesel Gas
Capacity: 10,000 2,000
Tank Construction: Fiberglass Fiberglass
Tank Walls: Double Double
Tank RD: ATG ATG
Tank CP: N/A N/A
Pipe Construction: Fiberglass Fiberglass
Pipe Walls Single Single
Pump Type Safe Suction Safe Suction
Piping RD N/A N/A
Piping CP N/A N/A
Spill Protection Yes Yes
Overfill: Flapper Flapper

Possible Violations:

1. 280.41(a) — For failure to monitor tanks at least every 30 days

Questions for Scott:
None

Recommendations:

Leaning towards a NOV and indicate that the issues have been corrected and no further action is

necessary.

Compliance Assistance Recommendation:

No additional compliance assistance.
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DRAFT - Inspection Report (2013)
Mille Lacs Band of Ojibwe Indians
MLB Convenience Store

The inspector arrived at the MLB Convenience Store facility at 1:55 pm on October 30, 2013. The
Inspector met with Dave Peer The inspector observed two (2) 10,000 gallon and two (2) 8,000 USTs
located at the facility (See Table 6).

The facility uses an INCON TS-1000 ATG to monitor the USTs. The facility has records for 10 out of
the last 12 months indicating it has been monitoring the USTs for a release. The piping is monitored by
an INCON TS-LLD ELLD. The facility provided the inspector with a monthly log indicating they are
monitoring the system for a release. The ELLD was last tested on June 4, 2013. The UST CP system
was tested on October 3, 2013, and there were no issues. There appears to be a discrepancy in the piping

type.

Table 6. UST Info for MLB Convenience Store

1 2 3 4

Contents Gas Gas Gas Diesel
Capacity: 10,000 10,000 8,000 8,000
Tank Construction: STI-P3 STI-P3 STI-P3 STI-P3
Tank Walls: Single Single Single Single
Tank RD: ATG ATG ATG ATG
Tank CP: Anode Anode Anode Anode
Pipe Construction: Coated Steel Coated Steel Coated Steel Coated Steel
Pipe Walls Single Single Single Single
Pump Type Pressurized Pressurized Pressurized Pressurized
Piping RD ELLD ELLD ELLD ELLD
Piping CP Anode Anode Anode Anode
Spill Protection Yes Yes Yes Yes
Overfill: Alarm Alarm Alarm Alarm

Possible Violations:
1. 280.41(a) — For failure to monitor tanks at least every 30 days, if appropriate
2. 280.21(b) — For failure to ensure proper test the CP on the piping every 3 years

Questions for Scott: )

1. Tam confused about the piping. On the checklist you indicate that the piping is coated steel, but
then in the CP section you claim it is FRP. The same issue came up it 2012. In 2010 I observed
steel piping, so at some point the piping was replaced. Does the facility have documentation that
the piping was upgraded to FRP or are you taking the CP testers word? «-———9

W )
Recommendations: DW —<J @ &30 M /

Leaning towards an NOV, indicating facility missing some release detection records, this way the
facility knows the problem. We need more info on the piping as describe above.

Compliance Assistance Recommendation:
None.
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DRAFT - Inspection Report (2013)
Mille Lacs Band of Ojibwe Indians

Federated Co-op

The inspector arrived at the Federated Co-op at 10:30 am on October, 2013. The Inspector met with
Carol Westling. The inspector observed one (1) 12,000 gallon, two (2) 10,000 gallon, one (1) 6,000

gallon and one (1) 4,000 gallon USTs located at the facility (See Table 5).

The facility uses a Gilbarco 350 ATG to monitor the UST and associated piping. The inspector observed
12 months of passing leak detector records for all of the USTs. The inspector reviewed the line leak
detection records and found that each line passed a 0.1 gal/hr test within the last year. The facility
provided records indicate that that the ALLD was last tested on August 7, 2013. The tanks and piping
are protected from corrosion using impressed current. The CP system was tested on August 7, 2013.
The facility maintains a monthly log book of the current readings.

The inspector observed a crack in one of the spill bucket for Tank 3.

Table 5. UST Info for Federated Co-op

1 2 3 4 5

Contents Gas (Reg) Gas (Mid) Gas (Prem) Diesel (2) Diesel (1)
Capacity: 12,000 10,000 6,000 10,000 4,000
Tank Construction: STI-P3 STI-P3 STI-P3 STI-P3 STI-P3
Tank Walls: Single Single Single Single Single
Tank RD: ATG ATG ATG ATG ATG
Tank CP: Impressed Impressed Impressed Impressed Impressed
Pipe Construction: Steel Steel Steel Steel Steel
Pipe Walls Single Single Single Single Single
Pump Type Pressurized Pressurized Pressurized Pressurized Pressurized
Piping RD ATG/ELLD | ATG/ELLD § ATG/ELLD | ATG/ELLD | ATG/ELLD
Piping CP Impressed Impressed Impressed Impressed Impressed
Spill Protection -J% 2 2 7 N
Overfill: ALAEIN ? 2 2 r—
Possible Violations:

1. 280.20(c)(1)(i) — Failure to provide adequate spill prevention equipment

2. 280.20(c)(1)(i1) — Failure to provide adequate overfill preven-tulon quxpmentu) K (5

. i, R(Auﬂ %

Questions for Scott: A

1. Tassume that you forgot to write down the overfill method. If so, this violation can then be

erased.

2. Talso assume you forgot to write down that all the spill buckets were okay except for the
premium tank.

3. Where is the crack in the spill bucket? You indicated that it was on top, do you think that it can
still hold product from the hose? Do you have a picture of the spill bucket? My thought is that if
the crack is isolated to the top and it can still hold some product we can be more forgiving when
it comes to enforcement.

EPA-R5-2018-000306_0000298



DRAFT - Inspection Report (2013)
Mille Lacs Band of Ojibwe Indians
Federated Co-op

Recommendations:
I am leaning towards an NOV for the spill bucket issue, but I am not sure.

Compliance Assistance Recommendation:
It sounds like you already discussed the difference between the 0.1 and 0.2 tests for the line tests. My

suggestion is to continue to work with them on this and hopefully they will eventually do this if they
haven’t started already.

Note:
You may already know this but, the annual test of the impressed current system is a state requirement.

We only require this to be tested once every three years. I like the fact that the Federated Co-op is
willing to conduct this test annually.

EPA-R5-2018-000306_0000298



DRAFT - Inspection Report (2013)
Mille Lacs Band of Ojibwe Indians
Grand Casino in Hinckley

The inspector arrived at the Grand Casino in Hinckley at 1:30 pm on October 15, 2013. The Inspector
met with Gordy Matrious. The inspector observed one (1) 10,000 gallon UST located at the facility (See
Table 9).

The inspector reviewed a year’s worth of the release detection records from the INCON TS-1001 Tank
Sentinal ATG 12 months of passing leak test results for the UST. The facility uses interstitial monitoring
to check the piping for a leak. It also uses this as the method of ALLD. The facility was only able to
provide the inspector with 5 months of records indicating that the piping was not leaking.

Table 9. UST Info for Grand Casino in Hinckley X
1

Contents Diesel ’

Capacity: 10,000

Tank Construction: Fiberglass

Tank Walls: Double

Tank RD: ATG '

Tank CP: N/A

Pipe Construction: Fiberglass

Pipe Walls Double «

Pump Type Pressurized l__

Piping RD Sump Sensor

Piping CP N/A \

Spill Protection Yes

Overfill: Flapper

Possible Violations:

1. 280.40(a) — Failure to adequately monitor the piping. The facility was not monitoring the piping
monthly. ‘

(Questions for Scott: -
None

Recommendations:

Issue a CAP. I do not feel that the sump sensor, in this case, is being monitored adequately to be
considered a method of ALLD. The facility will most likely have to install a traditional ALLD or hire a
professional engineer to show that the sump sensor meets the performance standards of an ALLD. I will
verify this.

Compliance Assistance Recommendation:

Review the requirements of interstitial monitoring. Remind them that the sump sensor must be
monitored monthly.

11
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DRAFT - Inspection Report (2013)
Mille Lacs Band of Ojibwe Indians
Crossroads Convenience Store

The inspector arrived at the Crossroads Convenience Store at 12:15 pm on November 1, 2013. The
Inspector met with Dave Peer. The inspector observed two (2) 10,000 gallon USTs located at the
facility. One of the USTs is split into two compartments (See Table 8).

The facility uses a Veeder-Root TLS-350 ATG to monitor the UST and associated piping. The inspector
observed 12 months of passing leak detector records for all of the USTs. The inspector reviewed the line
leak detection records and found that each line passed a 0.1 gal/hr test within the last year. The facility
provided records indicate that that the ALLD was last tested on June 4, 2013. The inspector was
provided a copy of the CP test for the USTs conducted on October 4, 2013, there were no issues.

Table 8. UST Info for Crossroads Convenience Store

1 2-1 2-2

Contents Reg Prem Diesel
Capacity: 10,000 6,000 4,000
Tank Construction: STI-P3 STI-P3 STI-P3
Tank Walls: Single Single Single
Tank RD: ATG ATG ATG
Tank CP: Anode Anode Anode
Pipe Construction: FRP FRP FRP
Pipe Walls Single Single Single
Pump Type Pressurized Pressurized Pressurized
Piping RD ATG/ELLD ATG/ELLD ATG/ELLD
Piping CP N/A N/A N/A
Spill Protection Yes? Yes? Yes?
Overfill: Flapper Flapper Flapper

Possible Violations:
1. 280.31(b) — Failure to ensure proper operation of cathodic protection system (For not
testing/repairing boot.

Questions for Scott:

1. Tassume the date of inspection wg ; WS you indicated on the report, am I
correct?

2. Was the flex piping in contact with the soil? If it was, there might be a violation, if not then it is

not.

J@@% M
Compliance Assistance Recommendation:
It sounds like you already discussed the difference between the 0.1 and 0.2 tests for the line tests. My ‘b\“‘”
suggestion is to continue to work with them on this and hopefully they will eventually do this if they

haven’t started already.. kf;zﬁ

Recommendations:
All depend on the flex connector.

10
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" Scott Hansen
W

From: David S. Peer <dpeer@ccmib.com>
Sent: Tuesday, December 31, 2013 8:39 AM
To: jeffery.brandon@state.mn.us’

Ce Scott Hansen

Subject: EL and Crossroads MPCA inspections
Attachments: Scan0144.pdf

Jeffery,

| just wanted to send you some documentation showing that all of our cashiers at Crossroads and East Lake have been
formally trained and have signed off to that effect. In addition, Amy Stofferahn, the assistant manager at EL, has also
completed the class A/B certification. We have also instituted the monthly inspection check sheets at both locations.

Don from Pump & Meter said he talked to you and let you know that the Junction boxes at EL have been replaced and
that he has isolated the flex hose under the Diesel dispenser at Crossroads. He was not, able to make the necessary

repairs to the tank end yet but told me you would be willing to give us some more time for the weather to improve.

[ hope this takes care of what you need for now, until we can get the rest of that work completed. Let me know if you
need anything else from me.

Thanks!

Dave

EPA-R5-2018-000306_0000298



Minnesota Pollution Control Agency

David Peer
Has Passed the
2.1.2.1.2 Class A/B Operator Exam

April 5, 2011, David Peer

The Class A/B Operator is to be certified on the following tank system requirements:

Automatic Tank Gauging (ATG)
Line Leak Detector (LLD)
Sacrificial Anode System (SA)

Vapor Recovery [s Not Tnstalled
Class A Operator Requirements

320-655-4412 Dan Card

ML Gas, Inc MPCA Tanks Program Supervisor

EPA-R5-2018-000306_0000298



@ Minnesota Pollution
X7

quwwmm@bwv C o, Shvoran

Monthly Inspection Checklist

Control Agency Tuspectors will be cheeking these logs on inspection Year 2013
o | Spill
Date Bucket WNote if water, amga or wno uct is 8505&
3_,\“ I o 2 il I > X e §%% R oo Hose Hmwwf Sz WMN
Cal AY?Z:.VL» Made ~ Ta Tatal 7~ ,
Dy o 4 Pemsis Reesnoved Dugrlg Froo ﬂ,m?izf 2R
Poocvad
" Tiine Leak Detector Cathodic Protection Sumps must be checked monthly.

ightness Test

_ Function Check

Test ) L s
A monthly inspection includes lifting

Duate of
last test:

cach cover and fooking for spilled or
leaked product, water or debris and

LI AR

next test:

CIEANINE oul T SUmp 11 ICCCSSaTy.

<o Interstitial sump sensors and

double wall tank sensors must be function tested annuaily.

+  Line tightness tests and line leak detector (clectronic and mechanical) function checks must be completed annually.
= Cathodic Protection test on rzmx.oﬁmog current systems must be completed annually.
sacrificial (galvanic) systems must be completed every three years.

= (Cathodic Protection lests on

REMINDER: If product is found
{651)649-53451 (Metro)

PAATATT AN T

in a sump, it must be called into the Minnesota Duty Officer: (800)422-0798 (out state) and

EPA-R5-2018-000306_0000298
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Minnesota Pollution ‘Class C OperatOr

Control Agency

S20Lafyette Road ot Training Checklist

St Paul, MN 55155-4194

Underground Storage Tank Program
Doc Type: Reguiated Party Response

instructions: You can help Class C Operators at your facility fulfill their training requirements in many ways. Below is a guideline
that can be used; there is also a list of training providers on the Minnesota Pollution Control Agency (MCPA) Web page at
w“w‘pca.state.mn.usﬁndex.php?opﬁon=com_k2&view=ﬁem&id=2284&!tem§d. Please note the MPCA does not approve fraining
providers for Class C Operators. Class C Operators must be trained prior to assuming responsibility for the tank system. At least
one Class C Operator (or higher class) must be present onsite while the tank system is operating. If your facifity is a servics station
and allows customer fusling via pay at the pump only {meaning the convenience store Is closed, no employees present) you are
required to post a sign with the name and address of the facility and the telephone numba- of the facility owner, operator, or local
emergency response. Training records must be immediately available. ,

Facility Information

Emergency phone number: 220X 298D / Gu
Class A Operator name: -h;\sﬁ\o‘; Q\M

Class A Operator nama:j; __L{».__ [T L s

Check each area of training related to the Operator’s specific duties upon completion:
Eﬂrue! Pump Emergency Shut-offs: Location(s) and Usage

B/Leak Detection Console: Wamings, Alarms, and Response
Other Warnings and Alarms

E/Responding to Spills: Who to Call
Responding to Spills: Absorbents - Location, Use, and Disposal

Certification

Clasgs C Operator Class A/B Operaior

By my signature below, | certify that | have raceived training in By my signature bag’im, { certify that | have irained the employes
the listed fopic areas. named above in the listed topic areas.

Print name: %&qc;?ﬁ f‘,&ur\ Print name: N 9@?9\?%(

Signature: ;?;j @ (},‘ZA‘”‘*/ Signature: A "»& Y

Date: o=l iR ! Date:  fd~ 201

For Further Assistance
To request state assistance or to report a petroleum or hazardous materials spill, contact

Minnesota Duty Officer
651-649-5451 or 800-422-0798

Note: All petroleum spills greater than five gallons and hazardous material spills are required to be reported.

www,pca.state.mnus - - 651-296-6300 -  BOD-857-3864 . TTY 651-782-5332 or BOO-657-3864 «  Available in alternative formats
t-u5-26  9/16/10 Poge ja,{!




8620000 90£000-810Z-G¥-Vd3

Minnesota Pollution Class C Ope rator
Control Agency L. R

520 Lafayette Road North Training Checklist
5t. Paul, MN 55155-4194

Underground Storage Tank Program
Doc Type: Regulated Parly Response

instructions: You can help Class C Operators at your facility fulfill their training requirements In many ways. Below is a guideline
that can be used; there is also a list of fraining providers on the Minnesota Pollution Control Agency {MCPA) Web page at
\.ws.wpca,state.mn.usﬁndex.php?option=com_‘k2&view=item&id=2284&itemid. Pleass note the MPCA does not approve fraining
providers for Class C Operators. Class C Operators must be trained prior to assuming responsibility for the tank system. At least
one Class C Operator {or higher class) must be present onsite while the tank system is operating. If your facility is a service station
and aliows customer fueting via pay at the pump only (meaning the convenlence siore ls closed, no employees present) you are
required to post a sign with the name and address of the facility and the telephone number of the facility owner, operator, or local
emergency response. Tralning records must be immediately available.

Facility Information
Emergency phone number: ~320~A79-F7H D / T

Class A Operator name: _Q;\z_a v"’Q E o

Class A Operator name: I ha AP e X

Check each area of training related to the Operator’s specific duties upon completion:
& Fusl Pump Emergency Shut-offs: Location(s) and Usage
B/Leak Detection Console: Warmings, Alarms, and Response
{Zi/ COther Warmnings and Alarms
Responding to Spills: Who to Call
BT Responding to Spills: Absorbents - Location, Use, and Disposal

Certification

Class C Ogerator Class A/B Operator

By my signature below, | certify that | have received training in By my signature below, | certify that | have trained the employee
the listed topic areas. named above in the listed topic areas.

Printname: D avadle mm Print name: N a

Signature: Do e e Q,OQ/\;/\/\/ o Signature: e g,

Date: [ -0~ LB d Date: joo- 20172

For Further Assistance
To request state assistance or to report a petroleum or hazardous materials spill, contact:

Minnesota Duty Offfcer
651-6849-5451 or 800-422-0798

Note: All petroleum spills greater than five gallons and hazardous material spills are required fo be reported.

wew.peastate.mnus o 651-296-6300 - B00-657-3864  «  TTY 651-282-5332 or 800-637-3864 « Available in alternative formats
t-us-26 « 9116410 Page 1 of 1




Minnesota Pollution Class C Operator

=~ Control Agency .. .
520 Lafayete Road North Training Checklist

St. Paul, MN 55155-4194
- Underground Storage Tank Program

Doc Type: Regulated Perly Response

Instructions: You can help Class C Operators at your facliity fulfill their training requirements in many ways. Below is a quideline
that can be usad; there is also a list of training providers on the Minnesota Pollution Control Agency (MCPA) Web page at
www.pca.state.mn.usfindex.phpToption=com_k2&visw=itern&id=2284&ltemid. Please note the MPCA does not approve training
providers for Class C Operators. Class C Operators must be trained prior to assuming responsibility for the tank system. At least
one Class C Operator (or higher class) must be present onsite while the tank system is operating. if your facility is a service slation
and allows customer fueling via pay at the pump only (meaning the convenience store is closed, no employees present) you are
required to post a sign with the name and address of the facility and the telephone number of the facility owner, operator, or local
emergency response. Training records must be immediately available.

Facility Information

Emergency phone number R = 79 "9‘2"7?‘83./ i
Class A Operator name: V\M‘/Q\Vm

Class A Operator name: S;z )\5 kﬁg;’ic.’_ra

Check each area of training related to the Operator’s specific duties upon completion:

Fuel Pump Emergency Shut-offs: Location(s) and Usage
!E/Leak Detection Console: Warmings, Alarms, and Response
E/Other Wamings and Alarms
B/ Responding fo Spilis: Who to Call
(2( Responding to Spills: Absorbents - Location, Use, and Disposal

Certification

Class C Operator Class A/B Operator

By my signature below, | certify that | have recelved tralning in By my signature below, | certify that | have trained the employee
the listed topic areas. named above in the listed fopic areas.

Print name: ;Q 5 'f’ﬁBo-hTﬂ MU Print name: BA\;_LA%M(

Signature: m% o nr ) Signature: =

Date: [D-20-132 g Date: JP -0~ 1R

For Further Assistance

To request state assistance or to report a petroleum or hazardous materials spill, contact:

Minnesota Duty Officer
651-649-5451 or 800-422-0798

Note: All petroleum spills greater than five gallons and hazardous material spills are required to be reported.

www.pca.state.mnus o 651-296-6300 o B00-657-3864 . TTY 651-282-5332 or B00-657-3864 ¢ Available in alternative formats
L-uB-26 o 9/16/10 Page 1 of 1
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Minnesota Pollution Cl.aSS C Qp@{&t@!’

© Control Agency

520 Lafayette fRoad North Trﬁini ﬂg Ch@ﬁ:kﬁgt

St Paul, MN 55155-4154

Underground Storage Tank Program

Doc Ty Regulalsd Porty Response

nstructions: You can help Class C Operators al your facifity fullill their training requirernents in many ways. Below is a guideling
that can be used; thera [s also & st of fraining providers on the Minnesota Poliution Control Agency [MCPA} Web page 21

W, pra,State. mnusindes pha?option=com _k2&view=tern8id=2284 &lamid Pleasa note the MPCA does not approve lraining
providers for Class C Oparalors. Class C Oparators must be tralnad prior to assuming responsibility for the tank system. Al leasl
one Class © Operator (or higher class) must be prasent onsite white the tank systerm is opereling. if your facllity Is 2 service alation
and altows customer fueling via pay at e pump only (meaning the convenience store is closed, no employess prasent) you are
required 10 post 2 sign with the name and addrass of the facility and the telaphone number of the facility ewner, oparator. or locsl
smergency responses. Training records must be immediately available.

Facility Information

Emargency phona number: %&m”mﬁ%&? e
Class A Operatos name: \_dryad & D@7 S B AAA

N { o’ e
Class A Operalor name: T yty gw&iu@%ﬁ 7

Check sach area of training related to the Operator's specific dutles upon completion:
™I Fuel Pump Emergency Shul-offs: Location{s) and Usags
I tLeak Detection Console: Wamings, Alarms, and Responsg
5 Other Wamings and Alarms

i1 Responding o Spills: Who to Call
1 Responding to Splils: Absorbents - Localion, Uss, and Disposal

Certification

Class C Operator Class AIB Operator

By my signsture betow, | eadify that | have recelved raining in By my signature bolow. | porlity that | have wained the amployee
the listed lopic areas named gbove in the fsled lopic areas

Print name {:V( n Qrga neak Print name: &4&,"“ Y Yeeer

Bignature: %% w P A/gw% Signature: A e

pote. 1~ -270 ‘)2 pate: _[2-200S

For Further Assistance
To request state assisiance or 1o report a pelepleum or hazardous materials spill, contact

Winnesola Duty Officer
651-B840-84581 or A0-422-0788

ety

Note: All pitioleum spills greater than five gallons and hazardous material spills are required to be reported, 1

v peasate s+ 651-296.6300 + 8006573862 . TTY 651.262-5132 or 80D 657-3864 -  Available In alternative farmats
(ST A TRT TR 10 FPage tof 1

EPA-R5-2018-000306_0000298



Minnesota Pollution Cmgg C Ow@{'at(}%’"

Control Agency

520 Lafayeite Aoad North Trﬁiﬂ%ﬂg Qh@ﬁkﬁﬁt

St Paul, MN 55135-4194

Underground Storage Tank Program
Doc Type: Roguintod Party Rgspense

Instructions: You cen help Class © Operators al your facility fulfill their teining requirements in many ways. Below is a guideline
that can be used: ther 1S also 2 list of iraining providers on e Minnesota Poliution Control Agency (MCPA) Web page at

wne. poa.state.nn.usiindes, phptoplionscom_k2&vinwsitem&id=22848Hemid. Pleasa note the MPCA does not approve braining
providers for Class C Oparalors, Class C Operators must be rained prior o assuming responsibility for the lank system Al least
ong Class C Operalor (or higher ciass) must be pressnt onsile while the lank sysiem is operating, If your feciily 1s 8 service station
and attows customer fueling vis pay at Ihe pump only (meaning the convenlence store is closed, no employess presant) you are
reguired 1o post 2 sign with the name and address of the facility and the telephong number of the facility owner, oparator, o 1esl
prmergency response. Training records must be immediataly available.

Facility Information

Check each area of training related to the Operator’s specific duties upon completion:
Fuel Pump Emergency Shut-offs: Localion(s) and Usage
L eak Detection Console: Wamings, Alarms, and Response
‘% Ciber Warnings and Alarms
‘%ﬁ Respording to Spills: Who to Call
L Responding to Spills: Absorbents - Location, Uss, and Disposal

Certification

Class C Operator Class AJB Dperator

By my signature balow, | ceriify that | have received raining in By my signature below, | certify that | have iralped the empiayee
the Hsted fopic arpas, named above in the listed lopig areas.

printname: AT INANAA_BAALE A Print name: ._hﬁ:} Ve Ve o o
Signature: WW T 7 S Signature: - oo

Diate: A -Re “/T L Data: J o e i

For Further Assistance
To request state assislance or to report a pelroleum or hazardous rmaterizis spill, contact

Minnesola Duty Officer
551-640-8451 or BOO-422-0798

Wote: All petroleum spitls greater than five gallons and hazardous matedal spills are required to be reported. |

SFBSETy

www.peastatemnas + 6512966300 - BUO-E57-3B64  «  TTY 081-282-513% or BOD-65T-3864  »  Availuble in alterative fomats
L5026 o« BLVESID Fape 10f 1
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Minnesota Pollution ﬁ[agg C Qpﬁﬂfatﬁr

! Control Agency

520 Lafayene Boad North Tf@“’ﬂ Wg Ch@ﬁk“ﬁt
St Paul, MM 551554194
Underground Storage Tank Program

Doe Type: Roguialad Party Fesponse

Instructions: You can help Class © Operators al your facility fulfill their training requirements in many ways. Below is a guideling
that can be used; there is also a list of training providers on the Minnesola Pollution Control Agency (MOPA}Y Web page at

www pea.siatemn usindex phpfoptions=com_k28views=ilam&id=2284%lemid. Please nols the MPCA does not approve baining
providers for Class C Operators. Class © Operators must be trained prior to assuming responsibility for the tank system Al least
ona Class © Operator {or higher class) rmust be presert onsite while the lank system is operaling. I your facilily Is 2 service station
and allows cusiomer fueling via pay &t the pump only (meaning e convenlence slore is closed, no emplovees present) you are
reaulred to post 2 slgn with the name snd address of the faciity and the telephone number of the facility cwner, operator, or local
emergenay response. Training records nust be immedialely avallable

Facility Information
Emergency phone number 5ty S7% - S8 3

flass A Operator ngme: Qﬂ%ﬁ%
Ay
Class A Operator name: %ﬁ\'} L o

Check sach area of training related to the Operator's specific dutles upon completion:

A

“i Fuel Pump Emergency Shut-offs: Location{s) and Usage
I Lesk Detection Congole: Wamings, Alorms, and Response
1 Othor Wamings and Alarms
=} Responding to Spills: Who to Call
{71 Responding to Spills: Absorbents - Location, Use, and Dispusal

Lertification

Class C Operator Class A/B Operator

By my signalure betow, | ceetify that | bave received lraining w By my signature below, | cortify that | awve raingd the aaployes
the lsted lopic areas . namad above in the listed topic areas.

Pricd name: 1§11k z&éfa’@\{ 41 B Print name: Bﬁbﬂ\t\u &%W

Bignature: m&,u M Sigrature: - o

Date: lzf éfa ? i &,7 ’ A Date:  J2=~30~ 13

For Further Assistance
To request stale assistance or to report & pelroleurn or hazardous malerials spill, contact

Winnesols Duty Offlear
651.648-5451 or BU-422-U748

Note: All petrolewsm spiils greater than five gallons and hazardous materisl spills ere required lo be reporied.

www.pca‘;;:m.mn.m . “;}ﬁtz% B0 - SDO-6ET-J84 o TTY 6512825337 or B00-657-3864  »  Available I alternatwe formats
r-15-26 « BY16/10 Puge tof 1
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S ety

Minnesota Pollution
Control Agency Class C Operator

520 Lafayene Boad North Traiﬂ% ﬂg ﬁh@{;klfgt

4, Paul, MM 551584104

Underground Storage Tank Program

Do Type: Regulsled Porly Responss

Instructions: You can help Class © Operators st your faciity fulfill thelr treining requirements in many ways. Below is a gurleling
that nan be used; there s also 2 list of training providers on the Minnesota Pollution Conlral Agency (MCPA) Web nage at
wwn.pna state.mnusindex phpfoption=com_k28viewsilam8id=22848ltemid, Please note the MPCA does not approve ralning
providers for Class C Operstors. Class C Operators must be ainsd prior to assuming responsibility for the tank system. Al least
ane Class © Operator (or higher class) must be present onsite while the tank system is operating. If your facilily is 8 senvice stalion
and attows customer ueling via pay at the pump only (meaning the convenience store 18 closed, no employees present) you are
reguired to post 2 sign with the name and address of the facllity and the telephone number of the facility owner, operalor. of loos!
wmemency response. Trainlng records must be immediately available

Facility Information
Emergency phone number Py o) G- G535

Class A Operator name: P - % ?
Class A Operatar pame: M i&?ﬂm

Chack sach area of tralning related to the Operator’s specific duties upon completion:

Fusl Purp Emermgency Shutkoffs: Location{s} and Usags
Leak Detection Console: Warndngs, Alarms, and Response
i Ciher Warnings and Alarmns
‘% Responding 1o Spills: Whe to Call
'”i%& Responding to Spills: Absorbarts - Localion, Use, and Disposal

Certification

Class © OUperator Class A8 Operator

By my signature below, | certify that | have received lraining in By my signsture below, | corlily that 1 hagve reinad ihe employee
the listed fwig/lg:;ﬁe{ﬁ. named above in the lisled lopic areas.

Print name’ I ‘ ks Print name: :}b’@ ' &mm{”
&gmmmzwﬁ'f”?‘ T m e - Signature: I B i

Date: e s Data: O S - TR, N

For Further Assistance
To request state assistance or to repod 8 pelrolsurm or hazardous malerdals spill, contact:

Minnasota Duty Officer
£551-549-5451 or 8004224708

Nete: All petroleumn spills grester than five gatlons and hazardous material spills are required to be reporied. |

ww.peastatemmus  » GSLIPA-6I00  » BOD-BST.3864 . TTY 650.282-533% or BOI-657-3864 o Avallzble n alternative Toimats
PSS e BETEII0 Poge tof ¥

EPA-R5-2018-000306_0000298



Minnesota Pollution C%‘agg C Oﬁéi’”&t@r

Control Agency

520 Lafayttc Road Narth Training Checklist

St Paul, MIN 551354194

Underground Storage Tank Prograsn

Doi Typae: Regulaled Party Rasponse

Instruciions: You can help Class © Operators at your facility flfill their training requirements in many ways. Below is a guideline
thal can be used; there is also a list of raining providers on the Minnesota Pollution Conirol Agency [MCPA)} Web pags al

s pea, stalemnusindex. php Yoptionscom_ k2 &view=ilem&id=228481amid. Please nule the MPCA does nol approve training
prowitiers for Class C Operators. Class © Operators must be irained prior to assuming responsibility for the tank system. Alleast
one Class C Operator {or higher class) must be present onsite while the tank system is oparating. If your facility is » ssrvice sialion
and aliows customer Tusling vig pay at the pump only (meaning he convenience slore s closed, no emplayaes present) you are
required 1o post a sign with the name and address of tha facility and the telephone number of the facility ownar, oparator, or locs
armergency response. Trainky reconds must be immediately available

Facility Information
Emargency phone number

=2

Class A Qperator name: !

Class A Operator namal g 2 A [~

Check sach area of training related to tha Operator's spacific duties upon completion:
B Fual Pump Emergency Shut-offs; Localion{s) and Usage
" Leak Deleciion Console; Wermings, Alarms, and Response
L Othor Warnings and Alerms
Mﬂ%mnﬁmg to Spits: Who to Call
¥ Responding to Spilts: Absorbents - Location, Use, and Disposal

Certification

Class C Operator Class A/B Opsrator

By my signature below, | certify that | have received traiving in By my signsture bedow, t centify that | have traingd the emplovee
the listad fopic HEHE namsd above in the listed lopic 2reas.

Prirt name: m& ZM &lﬂ-b i Printname: N o re

Bignature: > ' ’1/@76 Signature: Qo

Data: )a:&\w\E

For Further Assistance
To request state sssistance or 1o reporl a pelroleurm or hazamous materials spill, contact

Minnesola Doty Officer
351-649-5451 or B00-422-0798

Note: All petroleum spills greater than five gallons and hazerdous material spills are required to be reported.

wv«?%;xm.mam,mﬁ,us o E51-296-6300 . BOO-B57-3864  »  TTY £51.282-5331 or BOD-657-3864  + Availsble T alternative formatls
buSd6 ¢ BOIGF10 Poge {of ¥
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Minnasota Poliution C}La% C @pé}}ﬁ“at@f
Control Agency

520 Lafayeue Road North Tf"&”ﬁﬂiﬂg Chﬁ‘ﬂkﬁﬁt

5t Paud, MN 55155-4194

Underground Storage Tank Program
Do Type: Regulsted Party Response

Instructions: You can belp Class © Operators al your facllity (ulfill thelr tralning requirements in many ways. Below is & guidefine
that can be vsed; there is also a list of ralning providers on the Minnesota Poliution Control Agency [MCPAY Wab page at

www poa state vn.ausimdex. phpfoplion=cam_k2&viewsiternZid=72848emid. Plaase note the MPCA does not approve tralning
providers for Class € Operstors. Class C Operators must be trained prior fo assuming responsibility for the tenk systam. Al least
one Class C Operator (or higher clags) must be present onsile while the lank syslem is operaling. § vour facility s 2 servce station
and allows cusiomer fueling via pay at the pump only (meaning the convenlence store is cinsed, no employess present) you are
requirad to post 2 sign with the name and address of the faciliity and the telephone number of the facilily owner, operalor. or ioeal
ermergency response. Training records must be immediately available.

Facility Information
Emergency phone number: W,M: “};’?Qx&%ﬁ%

o,

Class A Operator name: ’mmn 1 ‘ K
Class A Operalor npme: Do A Naor

Gheck each area of tralning related to the Operators specific duties upon completion:
8 Fusl Pump Emergancy Shulboffs: Location{s) and Usage
& Leak Delsction Console: Warnings, Alarms, and Rosponse
EZ/Oimf Warnings and Alsons
%Reamnﬂiﬁg o Spills: Who o Call

¢t Respornding to Spills: Absorbents - Location, Use, end Disposal

Certification

Class C Operator Class AJB Dperator

By myy signsture below, | certify that | bave recelved braining in By my signature bolow. | certily thal | have irainat] the emplovee
thw fisted lopic aress, named above in the Fsted woplc areps.

frint name: her Briw At . Print name: W‘T‘_‘) )
Signaniee: }4’7}1/3@4, /‘,@W»@\%W wwwwwwwwww B Signaturs; e O

Date: (VAY e Date: Jo-a0-

For Further Assistance
To request state assistance or 1o report a peltroleuns or hazardous malerials spill, contacy:

Minnesota Duty Officer
B51-B49-5451 or 800-422-0788

f

Note: All petroleum spills greater then five gallons and hazerdous material spills are required o be reporter,

weaw . DEBBLEME s« BBLZRS6300 » BODWRETVIBSB4 o TTY ABLERDBRIT or BOUBST-RBBA o Aenilable I altermative foomals
U526 « BOG/T0 Page {of 3
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Minnesota Pollution Q{&SS C Op@rat@?

Control Agency

520 afyese oad North Training Checklist

Gt Paud, MIN 551854154

Underground Storage Tank Program
Ooc Type: Regulaiod Farty Respense

Instructions: You can help Class © Operators at your facility fuifill thelr tralning requirements in many ways. Below is a guidelng
thal can be used; thers 19 also a list of training providers on e Minnesota Poliution Control Agency [MCPA) Web pege at

winy poa statesnnusindes phpoplionscom W2 Sviewsitem&id=2284&amid, Pleasa note the MPCA does nol approve Waning
providers for Class C Operators. Class C Operalors must be trained prior to assuming responsibility for the tank system Al least
ong Glass © Operalor {or higher class) must be present onsite while the lank syslem is operating. I vour facility Is & service stalion
and efiows customer fueling via pay al the purnp only {meaning the convenience store is ciosed, no employees present) you are
required 1o post 2 sign with the name and eddress of the facilily and the slephone number of the facility owner. operator, or looal
emargency esponse. Training reconds must be immediately avaiiable.

Facility Information

Emergency phone number. 2S99 ~A IR D

Class A Operator name: ﬁm;{ &%WQ%WQ%
il -

Clags A Oparator name: b

Check each area of training related to the Operator's specific duties upon completion:
I3 Fuel Pump Emergency Shul-offs: Locabon{s) and Usage
3 Leak Detection Console: Warrings, Alanms, and Response
3 Other Wamings and Alarms
3 Responding to Spills: Who to Call
1 Responding 1o Spills: Absurbents - Location, Use, and Disposal

Certification

Class C Operator Ulass AJB Operator

By my signalure below, { certify that | have recetvad training in By my signature befow, | certify thal | have rraingd the smployse
they listed topic areas . narmed above in the listed lopic ereas.

Print name: ;/ / QEJ/’” ,/ e 507 —— Print name: Mm U“l&:%%f; e B
Signatura? 7 )9’}4@&{ yaz S signare: ’”%wwm
owe:  JH-RY-AF _ oee _ )D-D4o)R

For Further Assistance
To request state assistance or o reporl @ pelroleum or hazardous materdals spill, contact:

Minnesots Duty Offlcer
651-649-5451 or BO0-4 220758

.

Note: Al petroleurns spills greater than five gallons and hazardous malterial spills are required to be reperted. |

GiHnaks

www.pastatesnnus  « ESLI96-5300 . BOOWEBT-BBS4 o TTY 6512825302 or BOD-657-3864 .« Availeble in altematwve §
t-ut5-26 o FOV6F 10 Buge 1af 1
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DRAFT - Inspection Report (2013)
Mille Lacs Band of Ojibwe Indians
Trailside Convenience Store

The inspector arrived at the Trailside Convenience Store at 9:20 am on October 30, 2013. The Inspector
met with Dee Ann Kacon. The inspector observed one (1) 10,000 gallon, two (2) 4,000 gallon, one (1)
2,000 gallon and two (2) 1,000 gallon USTs located at the facility. (See Table 4).

The inspector observed 12 months of passing SIR records for all of the USTs and associated piping. The
reports appear to be returned in a timely fashion. The facility provided the inspector with documentation
indicating that the cathodic protection (CP) was tested on September 15, 2011 and it appears to meet all
of the requirements. The inspector observed spill buckets on all of the USTs. The inspector indicated

that only tanks 1-4 had overfill protection (flapper). — W‘%W dedr b et - HW

The facility did not have any records of an automatic line leak detector functionality test conducted
within the last year. Records indicate that that the last time the test was conducted was August 29, 2012,
The facility faxed a copy of the test, conducted on November 27, 2013.

Table 4. UST Info for Trailside Convenience Store

1 2 3 4 5 6
Contents Gas (87) Diesel Gas (91) Gas (mid) Diesel Kerosene
Capacity: 10,000 4,000 4,000 2,000 1,000 1,000
Tank Steel Steel Coated Steel Steel Steel Steel
Construction:
Tank Walls: Single Single Single Single Single Single
Tank RD: None None None None None None
Tank CP: Anode Anode Anode Anode Anode Anode
Pipe Steel Steel Coated Steel Steel Steel Steel
Construction:
Pipe Walls Single Single Single Single Single Single
Pump Type Pressurized | Pressurized | Pressurized | Pressurized Suction Suction
Piping RD SIR/ALLD § SIR/ALLD | SIR/ALLD | SIR/ALLD SIR SIR
Piping CP Anode Anode Anode Anode Anode Anode
Spill Yes Yes Yes Yes Yes Yes
Protection
Overfill: Flapper Flapper |} P ~ Flapper ey |
Possible Violations: —

1. 280.44(a) — Failure to provide adequate line leak detector system for underground piping (Did ~——
not conduct functionality test of ALLD)
2. 280.20(c)(1)(ii) - Failure to provide adequate overfill prevention equipment in a new tank

7 j@f’

observed flappers in Tanks 1-4 only. We need to figure this out. Last year they should have been
notified of this problem, but I missed it. I check the state website and there is no indication of the ™ '
type.of overfill device used. I will double chieck oiir fecords. '-«vwx.? s %MM alfl sﬁ@.(?w\

2. Did you mean to send me a copy ofitfhtcmCP test? The inspector report says see attached, but I'did w{g

%f’z‘@z(‘pcb M U e S ?/la’;/:;ml

i+

Questions for Scott:
1. What is going on with overfill. In 2010 I found flappers in all 6 USTs. In 2012 and 2013 you \X(

EPA-R5-2018-000306_0000298



DRAFT - Inspection Report (2013)
Mille Lacs Band of Ojibwe Indians
Trailside Convenience Store

not find the records.

Recommendations:
I think a field citation might be warranted for both violations.

Compliance Assistance Recommendation:
Remind the facility of the annual testing requirements.

See if the facility has any records of what type of overfill is being used (Invioce, as built drawings,

etc...)

EPA-R5-2018-000306_0000298
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DRAFT - Inspection Report (2013)
Mille Lacs Band of Ojibwe Indians
Anderson Brothers Inc

The inspector arrived at the Anderson Brothers Inc. facility at 10:30 am on November 15, 2013. The
Inspector met with Mark Anderson. The inspector observed one (1) 10,000 gallon, one (1) 4,000 gallon
and one (1) 2,000 gallon UST located at the facility (See Table 11).

The inspector reviewed the release detection records from the EMC TLS-3501 ATG and found 12
months of passing leak test results for each UST. The piping is a safe suction system and does not
require further monitoring. The facility provided docuemtnion that the CP system for the piping was
tested on shown to be operating properly May 7, 2013.

Table 11. UST Info for Anderson Brothers Inc.

1 2 3
Contents Gas (Reg) Gas (Prem) Diesel
Capacity: 6,000 4.000 2,000
Tank Construction: Fiberglass Fiberglass Fiberglass
Tank Walls: Single Single Single
Tank RD: ATG ATG ATG
Tank CP: N/A N/A N/A
Pipe Construction: Steel Steel Steel
Pipe Walls Single Single Single
Pump Type Safe Suction? Safe Suction? Safe Suction?
Piping RD None? None? None?
Piping CP N/A N/A N/A
Spill Protection Yes Yes Yes
Overfill: Ball Float Ball Float Ball Float

Possible Viclations:
None

Questions for Scott:

1._Iam assuming the piping is still safe suction?

2. It looks like the release detection results you provided were gathered from the history. Is Mark

looking at the results every month'? I am just curious.

Recommendations:
No violation letter.

Sofe ol

Compliance Assistance Recommendation: WWJ/QJQL’\

e Work with Mark to make sure he looks at the RD results monthly (I think you already did this

EPA-R5-2018-000306_0000298



